Front-mounted
roller shutters

Individual design variety

Der SonnenLichtManager

WAREMA front-mounted roller shutters also add individual character to your building facade. There is a choice
between four box shapes to fit the architectural style of the building: rectangular, half-round, square or embedded in
plaster. A perfect combination of practical sun shading, energy efficiency and creative variety.

Features
Rectangular
max. width* 3,500 mm R
max. height* 3,500 mm
max. area* 10 m?
Drive Belt, crank, cord, motor, radio motor, optional solar drive g;;()ection cover
Roller shutter curtain Aluminium or plastic Shaft

Roller shutter curtain
Insect screen roller blind
(standard for V10,
optional for V4/V6)

Fields of application New buildings, renovations

Minimax guide rail, lintel insulation, guide rail with integrated

EqiipIEytExas insulation, security package

End rail
*depending on type and equipment Guide rail
The beneflts for you Square Round Plaster

— No problems with thermal bridges and sound-absorbing
coefficients thanks to external box

— Many options for individual design
— Perfect combination with front-mounted external venetian blind
possible thanks to identical box shapes

— Also suitable for retrofitting without replacing the windows .
— Can be used irrespective of building construction type
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Brilliant extras

— Integrated insect screen
— Integrated fall protection VisioNeo
— WAREMA SecuKit
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and product presentations are possible due to the individual structural conditions.
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